
 

Manual Swivel Head Mitering

Model Number : MH-270M

Design Style : Hinge Type

 

 

Max.

Capacity

Angle 0° 45° 60°

Round 225 mm (8 3/4") 145 mm (5 3/4") 90 mm (3 1/2")

Rectangular

(W x H)

240 x 150 mm

(9 3/8" x 6")

145 x 210 mm

(5 3/4" x 8")

90 x 180 mm

(3 1/2" x 7")

Saw

Blade

Speed
60Hz 40,80 mpm (132,264 fpm)

50Hz 35,70 mpm (115,231 fpm)

Size (LxWxT)
2480L x 27W x 0.9T mm

(96.5" x 1.06" x 0.035")

Tension Manual

Saw Blade Motor 1.5HP (1.125KW)

Weight (Net/Gross) 230 kgs (506 lbs) / 250 kgs (550 lbs)

Floor Space(LxWxH)
1350 x 715 x 1326 mm

(53" x 28" x 52.2")

Shipping Case(LxWxH)

1365 x 720 x 750 mm

(53.7" x 28" x 29.5")

(Knock down stand)

 

MH-270M Machine Features

— Coolant system.

— Wire blade chip brush.

— Swivel saw frame for miter cutting capability adjustable left cutting angle from 0
。
 to 60

。
— Quick clamping vise, equipped with quick short range sliding device.

— Blade tensioning system fitted with light indicator and fixed screw for blade integrity checking

— Quick blade changeover with no need of tools

— Adjustable material stopper for mass-produced cuts

 




